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■ 3-JAW SELF-CENTERING CHUCKS FOR WELDING POSITIONER
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Mounting bolt

M12 3  
（WY600, 1000)
M16 6 
（WY1500）
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Application example
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Mounting bolt

Tap hole for fixing workpiece

Tap hole for fixing workpiece

WY  SERIESWELDING POSITIONER CHUCKS

Strong gripping
Tap holes to prevent positional shift 
of workpiece are provided on the 
side of jaw.  
Main body is low profile and light 
weight, and this chuck is utilized on 
machine such as positioners. 
Superior in safety and measure taken 
against intrusion of chip
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Model
WY  600
WY  1000
WY  1500

A
726

1126
1640

B
250
430
530

C
340
545
692

D
3
3
6

E
241.3
241.3
340.4

F
120
120
260

G
190.7
190.7
244.5

H
80
80
95

J
40
40
50

I
40
40
50

K
45
45
48

L M
80
80

100

34
50
85

Unit (mm)
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Model

WY  600
WY  1000
WY  1500

Gripping range
Y(mm)　　　 X(mm)

160～560
160～960

235～1435

240～640
240～1040
335～1535

Gripping force
kN (kgf)

20（2000）

20（2000）

29（3000）

Q×W

100mm×400kg
100mm×400kg
100mm×700kg

Load capacity
kg

600
600

1200

Weight
kg

58
90

250


